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GENERAL NOTES - CITY OF CHICAGQ

ALL CATCH BASINS IN THE CITY OF CHICAGO MUST MEET
THE DEPARTMENT OF SEWER STANDARDS.

IN CASE OF DAMAGE TO THE CITY OF CHICAGO SEWER,
PRIVATE AND PUBLIC DRAINS, SEWER STRUCTURES AND/

OR BENCH MONUMENTS, THE CONTRACTOR SHALL IMMEDIATELY
CONTACT THE DEPARTMENT OF SEWERS AT 312-747-7892

OR 312-747-7893.

BENCH MONUMENT LOCATIONS WITHIN THE LIMITS OF THE
IMPROVEMENT CAN BE OBTAINED FROM THE DEPARTMENT

OF SEWERS AT 333 SOUTH STATE STREET, SUITE 410,
CHICAGO, IL 60604-3971. THE CONTRACTOR IS RESPONSIBLE
FOR THE COST OF REPLACING ANY BENCH MONUMENT DAMAGED
OR DESTROYED DURING CONSTRUCTION.

ALL BROKEN, CRACKED, WORN OR OTHERWISE DAMAGED OR
BICYCLE UNSAFE FRAMES AND GRATES OR LIDS ON SEWER
STRUCTURES SHALL BE REPLACED WITH NEW DEPARTMENT

OF SEWERS’ STANDARD FRAMES AND GRATES OR LIDS. OLD
FRAMES AND GRATES OR LIDS SHALL BE DELIVERED TO THE
DEPARTMENT OF SEWERS AT 39TH STREET AND ASHLAND AVE.

CITY OC CHICAGO WATER VALVE VAULTS AND SEWER
STRUCTURES SHALL NOT BE CLOSED, COVERED OR
OTHERWISE OBSTRUCTED DURING CONSTRUCTION WITHOUT
WRITTEN PERMISSION FROM THE CITY OF CHICAGO
DEPARTMENT OF WATER AND/OR DEPARTMENT OF SEWERS.

CURB AND GUTTER CONSTRUCTION SHALL PROVIDE A
MINIMUM CURB HEIGHT OF 75MM (3'%).

PAVEMENT REPLACEMENT AROUND FRAMES AND GRATES
OR LIDS WHERE DRAINAGE, WATER MAIN OR ELECTRICAL
STRUCTURES ARE ADJUSTED OR RECONSTRUCTED SHALL
BE WITH CLASS SI CONCRETE.

GENERAL NOTES

BEFORE STARTING ANY EXCAVATION THE CONTRACTOR SHALL CALL
“"JULIE” AT 800-892-0123 OR “CUAN" (CHICAGO UTILITY ALERT
NETWORK) AT 312-744-7000 FOR FIELD LOCATIONS OF BURIED ELECTRIC,

TELEPHONE AND GAS FACILITIES, (48 HOURS NOTIFICATION IS REQUIRED).

10 FEET (3 METERS) TRANSITIONS SHALL BE USED TO MATCH PROPOSED
CURB AND GUTTER AND MEDIAN ITEMS OF WORK TO

EXISTING CURBS AND GUTTERS AND MEDIANS IN THE FIELD, UNLESS
OTHERWISE SHOWN. THE TRANSITION SHALL BE PAID FOR AT THE
CONTRACT UNIT PRICE FOR THE PROPOSED ITEMS OF WORK SPECIFIED.

THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES
WITH THE UTILITY COMPANIES AND THE CITY OF CHICAGO AND
THE VILLAGE OF FOREST VIEW.

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR
FIELD OFFICE ON STATE PROPERTY WITHOUT WRITTEN PERMISSION
FROM THE DEPARTMENT,

THE CONTRACTOR SHALL CONTRACT THE DISTRICT ONE TRAFFIC CONTROL

. SUPERVISOR CORY JUCIUS AT (847) T05-4470 A MINIMUM OF 72

HOURS PRIOR TO START OF WORK.

WHEN MILLED PAVEMENT IS OPEN TO TRAFFIC THE MAXIMUM GRADE
DIFFERENTIAL BETWEEN PASSES OF THE MILLING MACHINE SHALL

NOT EXCEED 1 1/2 INCHES (40MM) WHERE THE SPEED LIMIT IS 45 MPH
(80 KM/H). WITH WRITEN APPROVAL FROM THE ENGINEER, A MAXIMUM
GRADE DIFFERENTIAL OF 3 INCHES (75MM) MAY BE ALLOWED IFTHE
EDGE OF THE MILLING IS SLOPED A MINIMUM 1:3 {V:H)

_BUTT JOINTS WILL BE INSTALLED AT THE ENDS OF ALL RESURFACING

(WHERE RESURFACING MEETS EXISTING PAVEMENT), IN ACCORDANCE
WITH THE “BUTT JOINT AND HMA TAPER DETAILS" SHEET INCLUDED
IN THE PLANS, UNLESS OTHERWISE SPECIFIED.

PERMANENT PAVEMENT MARKINGS SHALL BE THERMOPLASTIC (OF
THE EXTRUDED TYPE) AND SHOULD BE PLACED IN ACCORDANCE WITH THE
“CITY OF CHICAGO TYPICAL PAVEMENT MARKINGS” DETAIL. (TC-24)

RAISED REFLECTIVE PAVEMENT MARKERS SHALL BE IN ACCORDANCE
WITH THE DISTRICT ONE “TYPICAL APPLICATION RAISED REFLECTIVE
PAVEMENT MARKERS’ DETAIL.

THE RESIDENT ENGINEER SHOULD CONTACT MS. PATRICE HARRIS, AREA
TRAFFIC FIELD ENGINEER, AT (708) 597-9800 AT LEAST 2 WEEKS
PRIOR TO PLACING ANY PERMANENT PAVEMENT MARKINGS.
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